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Warning! Important Safety Instructions 
 
 
Please take a moment to carefully read and understand the following safety instructions before using your digital poster: 
 
Ventilation: 
 

The slots and openings on the back or bottom of the screen is designed to provide necessary ventilation. To ensure 
the reliable operation of the device and prevent overheating, it is crucial that these slots and openings are never 
blocked or covered. 
Avoid placing the screen in confined spaces like bookcases or built-in cabinets, unless proper ventilation is available. 
Keep the screen away from radiators and heat registers 
 

Water and Moisture: 
 

Do not place vessels (such as vases) containing water on the screen, as this can result in fire or electric shock. 
Avoid exposing the screen to rain or placing it near water sources like bathtubs, washbowls, kitchen sinks, laundry 
tubs, wet basements, or swimming pools. In case of accidental exposure to water, immediately unplug the device and 
contact an authorized dealer. 
 

Electrical Safety: 
 

Avoid overloading wall outlets, extension cords, or adapters beyond their capacity, as this can lead to fire or electric 
shock. 
Ensure that power-supply cords are positioned in a way that prevents them from being walked on or pinched. Pay 
attention to cords at the plug end, wall outlets, and where they exit the device. 
During lightning storms or when leaving the screen unused for extended periods, unplug it from the wall outlet and 
disconnect the antenna or cable system to prevent damage from lightning or power line surges. 
Never touch the inside of the screen, as it may result in electric shock. Only qualified technicians should open the 
device. 
Always firmly plug in the power cord and pull the plug, not the cord itself, when disconnecting from the wall outlet. 
Avoid touching the power cord with wet hands. 
If the screen does not operate normally, emits unusual sounds or smells, immediately unplug it and contact an 
authorized dealer or service center. 

 
Installation Considerations: 
 

For information on installing the screen in environments with heavy dust, extreme temperatures, high humidity, or 
chemical substances, please contact customer service. Failure to do so may cause serious damage to the screen. 
Use only properly grounded plugs and wall outlets to ensure safety and prevent electric shock or equipment damage 
(Class I Equipment only). 
When turning off the screen completely, disconnect it from the wall outlet. Ensure easy access to the wall outlet and 
power plug for quick unplugging if needed. 
Avoid dropping or striking the product. In case of damage, disconnect the power cord and contact customer service. 

 
Cleaning and Maintenance: 
 

Before cleaning, unplug the power cord from the wall outlet. Use a soft, dry cloth to wipe the product. Do not use 
chemicals like wax, benzene, alcohol, thinners, insecticides, air fresheners, lubricants, or detergents, as they can 
damage the panel's appearance or erase printing on the product. 
Prevent exposure of the screen to dripping or splashing liquids. 
Keep the display away from heat sources and place it in a stable, well-ventilated location. 
Handle the product with care, as it contains glass. 
The holes or openings on the display are designed for ventilation. Do not cover or block them with any objects. 
Remove any protective covering from the screen before using the display. 
Power supply must be shut off before cleaning. Use a soft, lint-free cloth for screen wiping. If needed, you may use a 
glass cleaner, but avoid spraying it directly onto the display surface. Refer to Section 7.10 for more details. 
Do not attempt to repair the product yourself, as improper disassembly may void the warranty and pose potential 
dangers. 
If you encounter a problem that cannot be resolved using the provided troubleshooting guidelines, please contact 
your supplier. 
 

Attention: 
 
For displays intended for installation in windows, it is crucial to mount the panel surface a minimum of 100mm away 
from the inside of the window. However, we strongly recommend maintaining a distance of 200mm to ensure 
adequate air circulation between the display and the window. Failure to comply with these guidelines may result in 
failure, which will be considered user damage. 
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1. Introduction 

 
We would like to extend our congratulations on your recent purchase of our product. Before using it for the first time, we 
kindly request you to read the manual thoroughly and follow all provided instructions. 
 
To ensure the proper functioning and longevity of the product, please take note of the following guidelines: 
 
Avoid exposing the product to liquids in the form of dripping or splashing. It is essential to keep the product away from 
any objects that contain liquids, such as vases. 
 
Attention: 
 
Please refrain from making unnecessary changes to the default settings. 
 
During both installation and use, it is crucial to keep the product away from water sources. 
 

1. 1 Box Contents 

Included Components: 

• 1 x 22” PCAP Self Service Kiosk 

• 1 x Till Roll Key 

• 1 x Front Access Key 

• 1 x WI-FI Aerial 

• 1 x Power Cable  

• 1 x Wall Mount 
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1.2 Product Overview 
 

The SO22B 22” PCAP Self-Service Kiosk is an all-in-one automated solution designed to enhance the customer 
experience in fast food and retail environments. With a 10-point PCAP touch screen, integrated QR code scanner, and 
thermal receipt printer, the SO22B provides a quick, efficient, and seamless self-ordering experience. The kiosk includes 

a built-in Windows PC for versatile functionality, allowing it to run software tailored to specific business needs. 

• Ideal for: Quick Service Restaurants (QSR), retail spaces, and any environment that benefits from reduced 
queues and improved customer service. 

• Installation Options: Countertop, Wall-Mounted, and Freestanding. 

• Warranty: 3-year commercial warranty with lifetime technical support. 

 

1.3 Key Features 
 

• 24/7 Commercial Grade: Designed for continuous, round-the-clock use in demanding environments. 

• Integrated QR Code Scanner: Allows users to easily scan QR codes for order confirmation and promotional 
activities. 

• Integrated Receipt Printer: High-speed thermal printing of receipts and promotional vouchers. 

• 10-Point PCAP Touch: Responsive, durable touch technology for easy interaction. 

• Built-in High-Performance Windows PC: Intel Core i5, 8GB RAM, and 256GB SSD. 

• Sleek, Compact Design: Space-saving, stylish, and adaptable to various locations. 

• Wi-Fi and Ethernet Connectivity: Supports seamless connection to the internet for integrated operations. 

• Optional NFC Card Reader: Additional feature for secure payments and access. 

 
 

1.4 OSD Menu (On-Screen Display) 
 

The OSD Menu is used to adjust settings such as volume, brightness, and other display options. When you open the unit 
with the key, you can access these buttons. To navigate: 

1. Power On/Off – Use the power button on the keypad. 
2. Menu Navigation – Use the arrow buttons to select options. 
3. Volume Control – Adjust using the volume up/down buttons. 

 
 
 
 
 
 
 
 
Keypad Index:  
 
1. Power on and power off.  
2. Quit and Back.  
3. Previous from OSD selection; volume up.  
4. Next from OSD selection; volume down.  
5. Menu and OK. 
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2. Installation Guide 
 
 

2.1 Preparation 

Before installing the kiosk, verify that the mounting location can support the device’s weight. The SO22B can be installed 
in three ways: 

• Countertop 

• Wall-Mounted 

• Freestanding 

2.2 Installing the Screen (Wall-Mounted Version) 

• Step 1: Attach the mounting bracket to the wall using M8*70mm expansion bolts (4 pieces). Ensure the wall is 
suitable for mounting. 

• Step 2: Secure the kiosk to the bracket using M8*20mm screws (4 pieces), ensuring it is tightly fixed. 

• Step 3: Connect the power cable and install any additional components. 

 

 

 

2.3 Installing the Screen (Free-Standing Version) 
 
 
Important Notice:  
 

• Please wear all necessary Personal Protective Equipment in operation.  

• Ensure power remains off in operation.  
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Step 1 
 
Remove the freestanding bracket from the packaging and place it on the ground, preparing it for attachment to the 
screen. 

 
 
 
 

Step 2 
 
Retrieve 4 sets of bolts and nuts from the accessory bag of the package. Begin by inserting the bolts through the 4 VESA 
patterns as depicted in the illustration below. Then, secure the 4 nuts internally from SO27. 

 
 
 
 
 
 
 

Step 3 
 

 
The freestanding bracket, as shown in the illustration above, features hollow channels. Prior to assembling the 
freestanding bracket and SO27, please ensure that all necessary cables are pre-set through these hollow channels. 

 
 
Step 4 
 
Place the SO22 unit on the ground, then attach the freestanding bracket and screen together using the 4 VESA patterns. 
Secure the 4 nuts internally as shown in the illustration below. 
 

 

 
 

 
Please keep in mind that to access the internal structure, you'll need to unlock the locker located on the side of SO22. 
The keys can be found in the accessory bag of the screen package. 
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Step 5 
 
To secure the freestanding screen to the ground, please note that this is not included in the accessory pack and must be 
sourced externally. You will require 4 x M10 expansion nails to firmly lock the freestanding bracket onto the ground. 
 

 
 
 
 
 
 
 
 
 
 
 

Step 6 
 

We recommend adding additional nuts at the bottom to prevent direct loading of the kiosk onto cables underneath. 
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3. Integrated QR Code Scanner 
 
 

3.1 Introduction 
 

The integrated QR code scanner enables the device to read and scan both barcodes and QR codes, making it ideal for 
special offers or placing orders. This QR code scanner also works seamlessly with the thermal receipt printer, allowing 
the printing of barcodes, data matrices, PDF417 codes, or QR codes as needed. 
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3.2 How to use the QR code scanner. 
 

To use the QR code scanner, a specific self-service kiosk software solution is required. We can also offer various bespoke 
packages upon request that are compatible with the QR code scanner. 

Once the software is installed on the PCAP self-service kiosk screen and programmed to work in conjunction with the QR 
code scanner, users will be able to scan the provided code using their mobile phone or other device after placing an 
order online. 

The user will receive a QR code that looks like this: 

 
Once users receive the QR code, whether on paper or a digital device, they can scan the code 
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4. Integrated Epson Printer 
 

4.1 Introduction 
 

On the 27” PCAP Self Service Kiosk, an integrated Epson thermal receipt printer is used to print all receipts from 
orders. It accommodates a standard 80mm width till roll. The printer is housed in a separate compartment, allowing 
staff to quickly and conveniently change the till roll without needing to open the main access door to the kiosk’s 
hardware. 

 

4.2 How it works:  
 
Once the user places an order on the 27” PCAP Self Service Kiosk, the system will automatically print their receipt 
after the order is confirmed and payment is processed through the software. 
 
 

4.3 How to install and replace Till-Roll 

1. Open the printer compartment with the key provided. 

 

 

 

 

 

 

 

 

 

 

 

2. Open the printers hatch to gain access to the till-roll. 
3. Remove the old roll and insert a new thermal roll. 
4. Close the compartment and ensure the printer is ready. 
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After completing these steps, the printer will automatically cut the excess paper and be ready for use. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



  

 

14 

 

5. Router Setup 
 

The SO22B router can be configured in Bridge Mode to extend a network wirelessly or to distribute a wired network 
connection. Follow these steps to set it up in Bridge Mode. 

5.1 Initial Setup 

1. Power On the Router 
Plug in the router’s power adapter and wait for approximately 45 seconds for the router to initialize 

2. Connect to Wi-Fi 
The router will default to two Wi-Fi networks: 

1. WiFi_5.8G_XXXX 
2. WiFi_XXXX 

(The "XXXX" represents the last 4 digits of the router's MAC address). 
Connect to either of these networks using the default password: 12345678. 

3. Login to Router Configuration 
Open a browser and enter the router’s IP address: 192.168.188.1 

Use the default login password: admin. 

 

5.2 Set Administrator Password 

1. Set Your Admin Password 
After logging in, you will be prompted to set your administrator password. Make sure to enter a secure password 
and click Next. 
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5.3 Configure Internet Settings 

1. Choose Your Connection Mode 
In the Internet Settings section, you will need to set the router’s connection mode. 

o Select Auto Acquisition (this is the most common option and will automatically configure DHCP). 

o Alternatively, if you are using a PPPoE dial-up connection or a Static IP, configure these as necessary. 
2. Save the Settings 

After configuring the settings, click Next. 
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5.4 Configure Wi-Fi Settings 

1. Set Wi-Fi Network Name and Password 
In the Wi-Fi Settings section, set up your Wi-Fi SSID and password for both the 2.4 GHz and 5 GHz frequencies. 

o Wi-Fi Name: Set as desired 

o Wi-Fi Password: Set a secure password. 
Click Save to apply changes. 

 

 

5.5 Set the Router to Bridge Mode 

1. Select Bridge Mode 
Navigate to the Setup Wizard and select Bridge Mode. This mode allows the router to connect wirelessly to 
your primary router and distribute that connection to devices via Ethernet. 
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2. Scan for Available Wi-Fi Networks 

Click Scan to search for available Wi-Fi networks. Select your network and enter the password to connect. 
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(Note: ensure to select your target Ap, enter the AP connection password, however, if there is no AP password, 
it can be left blank.) 

3. Confirm Wi-Fi Settings 
After selecting the correct network, confirm the Wi-Fi SSID and password settings, then click Next. 
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5.6 Complete Setup and Test 

1. Final Review 
Confirm all settings are correct, and click Finish to apply the configuration 
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2. Router Restart 
The router will now restart, and the settings will be applied. This process may take a minute. 

5.7 Reset the Router (if needed) 

If you need to reset the router to change settings or switch modes: 

1. Press and hold the Reset button for 10 seconds. All LEDs should flash, indicating the reset is complete. 
2. After the reset, the router will restart. You can reconnect to the router’s Wi-Fi and start the setup process 

again. 
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6. Additional Information 
 
 

6.1 How should I maintain and clean my screen? 
 

When you begin to observe the presence of dust, fingerprints, or smears on your screen, it is advisable to perform a 

cleaning. 

1) Unplug or turn off your screen before you begin. Turning your screen off is safer, and you can see more dirt and 

smudges when the screen is unplugged. Plus, this gives your screen a chance to cool down, which will help you 

clean it better. 

 

 

 

2) Clean the body or panel of your screen with a microfibre cloth dampened with a small amount of screen 

cleaning product. Please do so in a circular motion to clean off any dust or debris. 

3) Once the screen is clean, remove any moisture using a dry cloth.  
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6.2 Decreasing power consumption 
 
When you turn off the screen, it enters Standby mode, which still consumes a small amount of power. To minimize power 
consumption, it is recommended to unplug the power cord when the screen will not be used for an extended period. 
 

6.3 Disposal 
 
Correct Disposal of This Product (Waste Electrical & Electronic Equipment) (Applicable in countries with separate 
collection systems) This marking on the product, accessories or literature indicates that the product and its electronic 
accessories should not be disposed of with other household waste at the end of their working life. To prevent possible 
harm to the environment or human health from uncontrolled waste disposal, please separate these items from other 
types of waste and recycle them responsibly to promote the sustainable reuse of material resources. Household users 
should contact either the retailer where they purchased this product, or their local government office, for details of 
where and how they can take these items for environmentally safe recycling. Business users should contact their supplier 
and check the terms and conditions of the purchase contract. This product and its electronic accessories should not be 
mixed with other commercial wastes for disposal 
 
 
 
 
 
 
 
 
 
 
 

6.4 Warnings  
 
Image retention, commonly known as screen burn-in, can occur on most types of LCD panels if the same image is 
displayed continuously. The most common causes of image retention are logos that remain stationary on the LCD panel. 
To reduce this risk, avoid displaying still images for long durations and lower the brightness settings to decrease the 
intensity of the picture. Extended viewing of art in aspect ratios that are different from the aspect ratio of the panel 
may cause image retention. Always try to avoid black borders at the top or bottom by using correct image/video 
resolution. This will help eliminate the black borders and fit the picture to the entire area of the screen.  
 

6.5 Recessing your display 

If you intend to recess the display into a wall, enclosure, or cabinet, it is essential to ensure adequate clearance for 
ventilation. Without sufficient airflow, the screen may overheat, leading to reduced performance and potential long-
term damage. Please contact your supplier for detailed guidance on the required clearance distances before attempting 
a recessed installation. Failure to follow the recommended clearance requirements may void your warranty. 

6.6 Warranty Information 

This product is supplied with a 3-year commercial warranty, commencing from the date of invoice, unless otherwise 
agreed at the point of purchase. 

• The warranty covers hardware failure but excludes accidental damage, user error, or issues caused by 
insufficient airflow/ventilation. 

• For displays installed in windows or recesses, there must be adequate clearance for ventilation as outlined by 
your supplier. Non-compliance with these requirements will result in user damage not covered under warranty. 

• Free lifetime telephone and email technical support is provided as standard. Please contact: 
LCDSupport@live.com for support 

• For specific warranty terms, please contact your supplier. 
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